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WATER HEATER SERIES AFFARENI

65galAWH / 105galAWH ~2

MODEL 65AWH / 105AWH

Advanced Heating Element: With our
— patented Advanced Alloy Heating
Element we are able to maximize

APPARENT | efficiency and only use low voltage DC
e | power

= i

| E}EE Sustainable Power: By utilizing only PV

solar power to heat, No Inverters, Pumps
or Refrigerants are required.

Compatible: Easy to convert with our
2iF! thermal insulated 65 gallon and 105
= tanks to meet hot water demands

Warranty: 2 year electronic component
warranty and 8 year water tank warranty

Green and Carbon Free: With solar as the
-— ‘ power source, Apparent Water Heater,
will reduce your carbon footprint.

Off Grid Capable: Apparent Water Heater
does not require utility connection to
operate.
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APPARENT WATER HEATER SERIES

Electrical Information

Input Characteristics Input Voltage Range 12.5VDC - 52 VDC
DC Input Protection 70VDC; 50A Fuse Protection
Reverse Polarity Protection

Short Circuit Protection

Max Connector Ratings 600V, 67A
10 - 6 AWG
Output Characteristics Output Power Max 1300 W
Max Connector Ratings 600V, 45A
18 -8 AWG
Output Protection Short Circuit Protection, Load faults
Temperature Settings Default Factory Setting 125°F (51.7°C); 140°F (60°C) with mixing valve
Max Settable Water Temperature 158°F (70°C)
Overtemperature Protection 170°F % 5°F (77°C)
Overtemperature Release 140°F = 11°F (60°C)
Environmental Characteristics Operating Temperature Range; Ambient -10°C - 40°C
Relative Humidity 95% Non-Condensing
Communications 2.4GHz WiFi 802.11 b/g/n
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